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5 OUTLET UK AC POWER STRIP, 250 VAC, 13A  

 
52150 

 
 

 
 
 
 
 
 
Overview: 
The 52150 is a 4-outlet UK Power Strip.  It is for use in Great Britain.  It is also used in some Asian 
and African countries.  It used for connecting single phase AC power to devices.    
 
 
 
Applications: 
 Used to connect devices requiring single phase AC power. 
 For use in Great Britain as well as some Asian and African countries. 

 
 

Features: 
 4-Outlets. 
 13 Amp. 
 Neon Power Indicator. 
 Single Phase Power. 
 Surge Protection 
 Wall mountable. 
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Specifications: 
  
 ELECTRICAL: 
 Input Voltage:    250VAC. 
 Maximum Current:    13 Amps. 
 Frequency:      50 Hz. 
 Number of Outlets:    4.  
 Outlets:     BS1363A (UK1-13R). 
 Mating Plugs:    BS1363/A (UK1-13P). 
 Cord:      1.5mm2, HO5V VF-3G, 70°C. 
  
 MECHANICAL:     
 Operating Temperature:   23°F to +104°F (-5°C to +40°C). 
 Dimensions:     11.8” L x 2.5” W x 1.1” D (298.5mm L x 64.0m W x 
       27.0mm D). 
 Weight:     0.65 lbs. (0.29 kg.)   
   
 CERTIFICATIONS:    UKCA, CE, Reach, RoHS. 
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BS1363/A Plug 
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The information in this datasheet, although believed to be accurate, is not to be taken as warranty for which Ramsey Electronics as-
sumes legal responsibility.  Ramsey Electronics reserves the right to make changes, corrections, and improvements to its products 
and/or this document at anytime without notice.   


